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Features: 

• Solar compatible 

• Indicator lights provide an instant measure of the Unigizer output voltage and battery condition 
for quick fence and battery diagnostics 

• Day/Night sensor to automatically adjust pulse speed in response to daylight 

• Large terminals make inserting wires and getting a good connection easy  

• Versatile mounting options – can be mounted on a wall, post or fence wire 

• Versatile power options – use either mains, battery or solar power  

• Adjustable settings provide flexible pulse speeds and a low power option 

• 2 year warranty. 

 

Included in packaging – battery lead & mains power adaptor. 

 

PRODUCT 
CODE 

DESCRIPTION MARKET AVAILABILITY GTIN 13 (EACH) 

820649 
 

ENGR SPE 2000 MKII BO CL PE PY UY 
 

Bolivia, Peru, Paraguay, 
Uruguay 

9414731411409 
 

822229 ENGR SPE 2000 MKII BR Brazil 9414731413960 

820659 ENGR SPE 2000 MKII CO EC MX VE Ecuador, Mexico, Venezuela 9414731411492 

818904 ENGR SPE 2000 MKII EU Europe 9414731408652 

818907 ENGR SPE 2000 MKII IE UK Ireland, United Kingdom 9414731408683 

819592 ENGR SPE 2000S MKII JP Japan 9414731409475 
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